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A. FQUIPMENT TO BE FURNISHED, INSTALLED & REMOVED BY THE S.H.A.
(%)
ITEM NO. QUANTITY DESCRIPTION
9007 7 EA. 12" 1-WAY, 1 SECTION SIGNAL HEAD
(POLYCARB) BLACK FACE
9034 3 EA. 8” 1-WAY, 1 SECTION SIGNAL HEAD
(POLYCARB) BLACK FACE
(%) TWO (2) SIGNAL HEADS., 3-SECTION.
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PHASING NOTES:

T. PHASES ASSOCIATED BY A SOLID LINE
WILL NOT OPERATE CONCURRENTLY.

2. PHASES ASSOCIATED By A DASHED LINE
WILL OPERATE CONCURRENTLY.
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REMOVE EXISTING SIGNAL HEAD AND INSTALL PROPOSED SIGNAL HEAD #8. / S . T T T T e e e Office of Traffic & Safefy
USE THE EXISTING ELECTRICAL CABLE 7-CONDUCTOR (NO. 14AWG). [ - ON TRAFFIC ENGINEERING DESIGN DIVISION
REMOVE EXISTING SIGNAL HEAD AND INSTALL PROPOSED SIGNAL HEAD #10. e S ) A— TRAFFIC SICNALIZATION PLAN
USE THE EXISTING ELECTRICAL CABLE 7-CONDUCTOR (NO. 14AWG). ‘ i R
| MD 22 (CHURCHVILLE ROAD) @ MD 155 (LEVEL ROAD)
USE EXISTING SIGNAL POLE/MAST ARM.
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